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EXCAVATE THROUGH EROSION CONTROL GEOTEXTILE TO DEPTH OF CONTAINER. 
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BACKFILL WITH APPROVED SOIL MIXTURE TO   ABOVE EROSION 14 ABOVE EROSION CONTROL BLANKET
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ANCHOR PIN (TYP.)
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NON-WOVEN EROSION CONTROL GEOTEXTILE MAT
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AMENDED, TILLED SOIL TO MIN. 12" DEPTH
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UNDISTURBED SUBGRADE OR 95% COMPACTED BACKFILL SOIL MIXTURE
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NOTES: 1. REFER TO CITY OF ALEXANDRIA GROUND COVER AND REFER TO CITY OF ALEXANDRIA GROUND COVER AND PERENNIAL PLANTING DETAIL AND NOTES FOR ADDITIONAL SPECIFICATIONS. 2. ALL PLANTS MUST BE WATERED TWICE. ONCE AT INSTALLATION ALL PLANTS MUST BE WATERED TWICE. ONCE AT INSTALLATION AND AGAIN WITHIN 48 HOURS OF INSTALLATION PER THE SPECIFICATIONS.
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SEE PLANTING PLAN
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LOOSEN SOIL OF ROOT-BOUND PLANTS PRIOR TO PLANTING
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